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Powerline FRS

Vineyard Road FRS

Rittenhouse FRS

SECTION A
Raise Dam Crest;
Construct Upstream Filter

SECTION A
Raise Dam Crest;
Construct Upstream Filter

SECTION A
Raise Dam Crest;
Construct Upstream Filter

Construct Hardened Control
Section (Sill) in Auxilliary Spillways

Construct Hardened
Control Section (Sill) in
Auxilliary Spillways

Construct Hardened Control
Section (Sill) in Auxilliary Spillways

SECTION A
Raise Dam Crest
Construct Upstream Filter

Make IDSM
Alignment Permanent

SECTION B
Raise Dam Crest;
Construct Hardened Dam Segment
(Note: Hardened Dam Segment Includes the need
for Deep Hardened Cutoff walls (2) on Upstream
Hardened Apron)

SECTION B
Raise Dam Crest;
Construct Hardened Dam Segment
(Note: Hardened Dam Segment Includes the need
for Deep Hardened Cutoff walls (2) on Upstream
Hardened Apron)

Abandon Existing
Alignment In-place;
Grade to drain to
Existing Principal
Outlet Location.

Powerline Floodway
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SAMPLE ALTERNATIVE:
RAISE AND REHABILITATE FRSs

Legend

kj Principal Spillway

Proposed IDSM Alignment

PVR Structures

Hardened Dam Segment in Fissure Risk Zone

Construct Upstream Filter

FRS Raise Flood Pool Limits

Modified Easement Boundary

Superstition Foothills Waterline

Transmission Lines

Regional Transit

SR 802 Study Area Boundary

Apache Junction City Limits
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